
specialty drinking 
water cartridges

RWT-3 COMPACT DUAL-PURPOSE 
FILTER CARTRIDGE®
•	 	Replacement	for	Parker	Hannifin/Water	Works/Fulflo	
WT-6	compact	filters

•	 Cartridge	measures	65⁄8"L	x	27⁄8"W
•	 	Provides	sediment,	bad	taste	&	odor,	and	chlorine	taste	
&	odor	reduction

•	Cord	wound	outer	wrap	for	high	dirt-holding	capacity
•	5	micron	nominal	filtration
•	6	month	filter	life

RWC-5 DUAL-PURPOSE  
FILTER CARTRIDGE
•	Versatile	dual-purpose	cartridge
•	 	Provides	sediment	filtration	and	bad	taste,	odor,	and	
chlorine	taste	&	odor	reduction

•	High	dirt-holding	capacity	with	unique	outer	wrap
•	Recommended	for	point	of	use	filtration
•	 Fits	standard	size	housings
•	12	month	or	2,500	gallon	filter	life

Model # Part # Medium
Micron 
Rating 

(nominal)

Chlorine Taste & 
Odor Reduction @ 

Flow Rate

Maximum 
Flow Rate 

(GPM)
Diameter Length

RWT-3 250066
Granular	
Activated	
Carbon

5 6	months 1 27⁄8" 65⁄8"
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RWT-3

RWC-5

Model # Part # Medium
Micron 
Rating 

(nominal)

Chlorine Taste & 
Odor Reduction @ 

Flow Rate

Maximum 
Flow Rate 

(GPM)
Diameter Length

RWC-5 250056
Granular	
Activated	
Carbon

5 >2,500	Gal.	@	
2GPM 2 27⁄8" 93⁄4"

* CUNO & Purwater are registered trademarks of CUNO Incorporated.

DW-200-R CUNO* RETROFIT FILTER 
CARTRIDGE®
•	 	Retrofit	cartridge	for	CUNO*	AP-200	and	Purwater*	
PW-200	housings

•	Granular	carbon	cartridge
•	 	Provides	sediment	filtration,	chlorine	taste	&	odor,	rust	
and	scale	particle	reduction

•	5	micron	nominal	filtration
•	6	month	or	2,000	gallon	filter	life DW-200-R

Model # Part # Medium
Micron 
Rating 

(nominal)

Chlorine Taste & 
Odor Reduction @ 

Flow Rate

Maximum 
Flow Rate 

(GPM)
Diameter Length

DW-200-R 255438-51
Granular	
Activated	
Carbon

5 >2,000	Gal.	@	
2GPM 2 27⁄8" 63⁄4"


